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MAINTENANCE & SERVICE
The user should be aware of service that must be
done on a regular schedule to keep the refrigerator
operating properly. The service should only be per-
formed by a qualified technician who is familiar with
LP gas systems and refrigerators.

1. CARTRIDGE HEATER
The heat necessary for the operation of an absorption
cooling unit is supplied by an electric heater mounted in
a pocket of the boiler system.
Model RM 2453 and RM 2553 are equipped with two
electrical heaters, one for 230-240 volt AC and one for
12 volt DC.
To replace the heater proceed as follows:
1. Before working on the refrigerator make sure that

230-240 volt AC and optional 12 volt DC leads are
disconnected. Shut off Gas valve.

2. Remove the terminal block cover, see FIG. 1.
3. Disconnect the heater leads.
4. With a pair of pliers unfold the lug holding the lid of

the boiler casing and open the lid.
5. Remove some insulation wool so that the heater is

accessible.
6. Turn and lift the heater out of its pocket.
7. Fit the new heater into the pocket.
8. Connect the leads and put on the terminal block

cover.
9. Reset the insulation and close the lid of the boiler.

2. REFRIGERATOR REMOVAL
Before working on the refrigerator, make sure the AC
voltage and DC voltage leads are disconnected. Shut
off the gas supply at the LP tank. Disconnect the gas
supply line at the rear of the refrigerator, see FIG. 1.
Always use a back up wrench when loosening and tight-
ening connections.
Cap the gas supply line, loosen the screws anchoring
the refrigerator to the enclosure and slide the refrigera-
tor out of the compartment.

When replacing the refrigerator make sure that the seal-
ing strips are properly positioned.
Replacement is the reverse of removal. Check all con-
nections for gas leaks.
Refer to section INSTALLATION, page 2 to 6.

3. PERIODIC MAINTENANCE
To keep your Dometic refrigerator operating efficiently
and safely, periodic inspection and cleaning of several
components once or twice a year is recommended.

A. It is important to keep the area at the back of the
refrigerator clean. Check the lower vent, upper vent
and area between these openings for any obstruc-
tions such as bird/insect nests, spider webs, etc.
Clean the coils on the back of the refrigerator. Use a
soft bristled brush to dust off the coils.
It is important to keep the refrigerator area free from
combustible material, gasoline and other flammable
vapors or liquids.

NOTE: The following maintenance is required once or
twice a year, but should only be done by a qualified ser-
viceman who is familiar with LP gas systems and refrig-
erators.

B. Check all connections in the LP gas system (at the
back of the refrigerator) for gas leaks. The LP gas
supply must be turned on. Apply a non-corrosive
bubble solution to all LP gas connections.
The appearance of bubbles indicates a leak and
should be repaired immediately by a QUALIFIED
SERVICEMAN WHO IS FAMILIAR WITH GAS SYS-
TEM AND REFRIGERATORS.

! WARNING
DO NOT use a flame to check for gas leaks.

C. The LP gas pressure should be checked and the main
regulator readjusted if pressure is incorrect. The cor-
rect operating pressure is 2,7 kPa. The correct place
to take the LP gas pressure is at the test port just
ahead of the burner jet. (See FIG. 10).
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11. Be sure to reconnect the wire to high voltage elec-
trode. Check the electrode for proper location and
gap. (See FIG. 12).

D. Inspect the flue baffle. It should be reasonably clean
and free of soot. Heavy soot formation indicates im-
proper functioning of the burner. The flue and burner
both require cleaning in the following manner:

1. Unplug the refrigerator power cord from the 230-240
volt AC outlet. (See FIG. 9).

2. Disconnect or shut off the 12 volt DC power to the
refrigerator.

3. Turn manual shutoff valve to OFF. (See FIG. 1 & 10).
4. Remove cover from the burner housing. (See FIG. 1).
5. Disconnect the wire from the high voltage electrode.
6. Remove the burner mounting screw and remove the

burner assembly. (See FIG. 10).
7. Remove the wire and flue baffle from the top of flue

tube. Clean the flue from the top using a flue brush.
Blowing compressed air into the flue will not properly
clean soot and scale out of the flue tube. Replace the
flue baffle.

8. Clean burner tube with a brush. Blow out burner with
compressed air.

9. Before removing burner jet, clean burner area of soot
and scale that fell out of flue tube. Remove the burner
jet. Soak the jet in wood alcohol and blow it out with
compressed air. Reinstall and tighten burner jet.

NOTE: The colour of the flame shall be clear blue over
the slots of the burner. (See FIG. 11).

! WARNING

FIG. 11

Clear blue colour
of flame

DO NOT use a wire or pin when cleaning the burner
jet as damage can occur to the precision opening.
This can cause damage to the refrigerator or create
a fire hazard.

10. Reinstall burner, being careful that the end of the
burner fits into the slot on the burner bracket. Check
to make sure slots are centered under the flue tube
and the thermocouple is positioned properly (tip of
thermocouple extends over two slots of burner).

FIG. 12 Electrode

Burner tube

1/8” to 3/16”
(3-5 mm)

12. Turn on manual gas shutoff valve and check all fit-
tings for leaks with soapy water.

13. Connect 230-240 volt power cord to the outlet and
reconnect or turn on the 12 volt DC power.

14. Check LP gas safety shutoff. See page 5.

4. TROUBLESHOOTING

Refrigerator Does Not Cool Properly
A. Burner jet clogged.

Clean. (See section Maintenance & Service, item 3.
Periodic maintenance, Paragraph D. item 1-14).

B. Check level of refrigerator.
C. Venting problem.

Restriction in air flow across cooling unit.
D. Heavy frost buildup on evaporator fins.

Defrost.
E. Flue baffle not inserted properly in flue tube. (See

page 2, FIG. 1)
F. Improperly set thermostat.

(See Operating Instructions, part Regulating the
temperature).

G. Burner dirty.
Clean. (See section Maintenance & Service, item 3.
Periodic Maintenance, Paragraph D. item 1-14).

H. LP gas pressure low at burner.
Set main regulator so pressure does not drop
below 2,7 kPa at pressure test port. (See FIG. 10).

I. Burner not located properly under flue tube.
Relocate

J. Burner damaged.
Replace

K. Odor from fumes.
1. Dislocated burner
2. Damaged burner
3. Dirty flue tube

NOTE: AVOID SPRAYING WATER THROUGH THE
REFRIGERATOR VENTS WHILE WASHING YOUR RV.

The sealed cooling system must not be opened,
since it contains corroding chemicals under high
pressure.

All the above instructions are to be followed closely. The
refrigerator is quality-guaranteed. However, we are not
responsible for any failures caused by improper adjust-
ments and unfavorable installation conditions. Contact
service point or distributor service dept. for assistance.
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CHANGING DOOR HINGES FROM ONE
SIDE TO THE OTHER
The refrigerator is equipped with a reversible door.
A special door reversing kit must be used to reverse the
door.
For further information, please contact your dealer or
Dometic.

INSTRUCTIONS FOR MOUNTING THE
DOOR PANEL
The refrigerator is normally delivered with door panel.
Before starting the mounting work, check that the panel
dimensions are in compliance with those given in the
table and the instructions are read thoroughly.
When mounting the panel, proceed as follows:
See figure below.

A. Open the door 90 degrees.
Remove the door decoration strip (2) by removing
its three screws (1).

B. Insert the vertical edges into the grooves of the
door frame (3).

C. Push the panel downward so that the lower hori-
zontal edge of the panel (4) is fitted into the bottom
groove (5).

D. Put the decoration strip across the door so that the
gap is covered.
Secure the decoration strip with the three screws
removed in Step A (1).

PANEL DIMENSIONS
MAX. THICKNESS (4 mm)

REFR. MODEL HEIGHT WIDTH
TYPE MAX. MIN. MAX. MIN.

RM 2453 mm 827 825 527 524

RM 2553 mm 983 981 527 524

Contact an authorized service center for
parts and repairs as needed.
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